Mounting seat cover for Suzuki Jimny BJ 1998 - 2018 2'34"323.“;!‘;’3

1. 2. 3.
Open all the Place the Thread one end
fastenders | cover over of each cord out
and open the *| the seat of the cord
headrest stopper
remove
4, 4a. 5.
Push the left cord, = The complete Thread the left
with the tunnel, tunnel indl. cord end down \
into the air hose should be between the seat /™
plastic cladding disappear into the and the backrest
disappear N
5a. 6. 7.
Thread the cords Thread the loose Slide the plastic
under the seat end of the cord rail between
from front to back back into the the backrest
cord stopper, and the seat

B knotand pull tight
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8 9

Tighten the Take the air hose
lastic rail out of the right
rom behind tunnel

Push the air hose Thread the right

from the front into cord end through |

the tunnel . from the front
under the fairing under the seat
to the back

14. o 14 a.

Close the lower | Here is the view

clip fasteners | from under the

~ seat when
everything is
in place
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10.

Slide the
right-hand side
part with the
tunnel under

the plastic cladding

Thread the loose
cord end into the ¢
ord stopper, knot

| the ends and
- pull tight

15.
Close all
velcro fasteners

~~ Nakatanenga
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16.

Pull the cover over
the headrest,
close the velcro
fasteners and
replace the
headrest

Ready!
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